
NOTES:

1. THERE SHALL BE NO DIRECT INLET INTO SUMPS.  WATER MUST FIRST BE

COLLECTED IN IN A CURB FACE DROP

INLET BOX WITH OIL AND DEBRIS SEPERATION (SEE STANDARD DRAWING).

2. ALL SUMPS SHALL BE MADE OF CONCRETE

3. THERE SHALL BE A 4' WIDE GRAVEL ENVELOPE AROUND THE BOTTOM 6' OF

THE SUMP. GRAVEL SHALL BE 2" TO 4" IN SIZE.

4. SECTIONS SHALL HAVE 1" TO 1.5" HOLES 12" O.C.

5. MANHOLE MUST MEET ALL THE REQUIREMENTS FOR A STANDARD MANHOLE IN

ADDITION TO THE DROP MANHOLE

REQUIREMENTS.

PRECAST CONCRETE BASE

SECTION WITH 1" TO 1-1/2" HOLES 12" O.C.

2" TO 4"  DRAINROCK

6"

4'

6'

5'

2' 6"'

DRAINROCK SHALL BE WRAPPED FABRIC TOP AND SIDES

WITH MIRAFI 140N FABRIC OR APPROVED EQUIVALENT

10' MINIMUM

PRECAST CONCRETE BASE

SECTION WITH 1" TO 1-1/2" HOLES 12" O.C.

10' MINIMUM

12" MIN. FROM

BOTTOM OF INSIDE

SCALE:

DATE:

N.T.S.

2/14/2018

CONSTRUCTION STANDARDS

CONCRETE MANHOLE SUMP DETAIL

DRAWN BY:

CHECKED BY:

STANDARD #

BDS

BT

13

6
8

0
 S

. W
o

od
la

n
d

 H
ills D

r.
W

ood
la

n
d

 H
ills, U

T 8
4

6
5

3
P

h
o

n
e

: 8
0

1
-4

2
3

-1
9

6
2

F
a

x
: 8

0
1

-4
2

3
-3

5
0

1
w

w
w

.w
oodlandhillsutah.org

AutoCAD SHX Text
2'


